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. e ATEXZone 1&2-21&22
IP68

e Made of 304 stainless steel
material (316,316L for optional)

e Certification: CNEX

e Suitably designed for Explosion-proof,
anti-corrosion, waterproof, compatible
with indoor and outdoor environment.

e Market: areas containing explosive

gases and ignitable dusts
e EXdIICT6 GB/EX tb IP68 T80°C Db
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Vizrwy

Specification
VT-B101

Ex-Level

112G Exd lICT6 Gb

112D Ex tb 11IC IP68 T80°C Db

Ingress Protection level

1P68

specifications

Temperature range

-40°C~60°C

Relative humidity

<£95% (+25°C)

Atmospheric pressure

80kpa~106 kpa

Thermostat system

Optional

Supply voltage

DC12V /AC220V (optional)

Material

304 stainless steel (316L for optional)

Inlet interface
specifications

2pcs M25*1.5 output (original G3/4)

External dimensions

356*156mm

Window material

Ex-proof Glass

Applicable environment

Apply to explosive gas and combustible
dust environment

Installation method

Wall Hanging dyadic, fixed bracket, Pillar
base
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-PRO WV-U1132A

/ WV-U1142A

WV-U1132A Product Data Sheet
WV-U1142A Product Data Sheet

WV-S1132 Product Data Sheet
WV-S1136A Product Data Sheet

. Wv-sm32
7 wv-s1136A

NBN-73023-BA NBN-73023-BA Product Data Sheet

www.sahba.shop \ Camera Suggestion \ VT-B101 3


https://sahba.shop/product/wv-u1132a/
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VT-B02

Bracket for B series

VT-B04

Bracket for B series

VT-B03

Bracket for B series
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VT-B101

Optional Accessory




